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Noise Abatement Departure Procedure
Takeoff to 1500 MSL:

- take off power;

- take off flap;

- climb at V, + 10 to 20 KT.

At 1500 MSL:

- maintaining a positive rate of climb, accelerate to zero flap minimum safe
maneuvering speed (V,,) retracting flap on schedule;

thereafter:

reduce thrust consistent with the following:

a) for high by-pass ratio engines to normal climb power/thrust;

b) for low by-pass ratio engines, to below normal climb thrust but not less than S
that necessary to maintain the final take-off engine-out climb gradient; and ®3
c) for aeroplanes with slow flap retracting reduce power/thrust at an intermediate

setting. Al/\

thereafter:
From 1500 MSL to 3800 MSL:
- continue climb at not greater than V,,. + 10 KT.
CRAYE
At 3800 MSL: A 92,H5

- accelerate smoothly to en-route climb speed.

v DEPARTURE ROUTE DESCRIPTION

TAKE-OFF RWY 30:

CRAVYE 5D: Climb to 5000. Climb straight ahead, at DBK VOR 5 DME turn LEFT on track 154°
to intercept DBK R-184 climbing to CRAYE intersection.

KATTI 5D: Climb to 5000. Climb straight ahead, at DBK VOR 5 DME turn left on track 240°
to intercept DBK R-267 climbing to KATTI intersection.

NERRA 5D: Climb to 6100. Climb straight ahead, at KLP NDB intercept DBK VOR R-302
climbing to NERRA intersection. Cross KLP NDB at or above 3800.
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